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Technical Data

2G, 3G,4G - antenna, wall mount, mast mount
Frequency Range 698 - 960 MHz
1710 - 2700 MHz
Peak Gain 700 - 900 MHz 6.5 dBi
1800 - 2100 MHz 9 dBi
2400 - 2600 MHz 6 dBi
Operational bands 2G /3G /4G
VSWR (excluding cable) <251
Input Power Max. 50w
Impedance 50Q
Mechanical Data

Dimensions (HxWxL)

180 mm x 230 mm x 94 mm

Operating temp

-30°C- 70°C

Material

ASA (pure white)

Ingress Protection IP66K
Cable without cable
Connector N-female

Wall / mast mount

RoHS compliant



mailto:gs@gs-m2m.de

Tel. +49 511 473 530 91
Fax +49 511 473 530 88

GSMZMT

E-Mail

s-m2m.de

S

GS-M2M accessories GmbH, Albert-Einstein-Strafle 13, 30926 Seelze

GS-ANT-327

Figure 1; Mechanical drawings
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Figure 2; Product Data
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*Measurements taken looking directly into N connector on antenna housing.


mailto:gs@gs-m2m.de

N
Tel. +49 511 473 530 91 G S|\/| 2M ‘

Fax +49 511 473 530 88

GS-M2M accessories GmbH, Albert-Einstein-Strafle 13, 30926 Seelze E-Mail gs@gs-m2m.de

GS-ANT-327

Figure 3; Radiation Plots
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